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Certification Mission:
Promote and enhance professionalism
IN construction-retataett danquatadmsb\by
Providing professional examinations
which support safety of the built
environment.
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Certification Advisory Committee




Examination Development Committees
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To Respond to These Needs,
A Key Element Is:




Importance of the
Certification Credential
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Objectives of the Certification
Program:
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ICC UST Certification Program







Exams Are Part of our Culture,




Just Like The Petroleum Industry
IS Part of our Culture







Exam Technology
Has Advanced!







“High Stakes” Exams




LEGAL AND PROFESSIONAL
STANDARDS

Uniform Guidelines on Employee Selection
Procedures (EEOC)

Standards for Educational & Psychological

Testing (AN CNWVED)




Job-Relevant Exams




Critical Elements in Exam Development

|dentify Relevant Job Tasks (Job Task Analysis)
Determine Importance to Public Health & Safety
|dentify Relevant References & Standards

Develop Exam Questions Based on ldentified
References & Standards

Determine Standard of Competency
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Job Task Analysis
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|CC UST Certification Program

Achieving ICC UST System Operator
Certification:




UST Operator Exam References

The exam covers what Operators
must know to maintain regulatory

compliance.




UST Operator Exam References

National UST Operator Exam

Technical Standards and Corrective Action Requireme  nts
for Owners and Operators of USTs, (EPA 40 C.F.R.)

Musts for USTs, (EPA 510-K-95-002)

Dollars and Sense, Financial Responsibility Require  ments
for USTs (EPA 510-K-95-0024)

Operating & Maintaining UST Systems, (EPA 510-B- 00-008)

Straight Talk on Tanks, (EPA 510-B8B7-007)



UST Operator Exam References

California UST (Designated) Operator

California Code of Regulations. Title 23, Division 3, Ch 16.
Underground Tank Regulations

California Health & Safety Code. Ch 6.7. Undergroun d
Storage of Hazardous Substances

Dollars and Sense, Financial Responsibility Require  ments
for USTs (EPA 510-K-95-0024)

Operating & Maintaining UST Systems, (EPA 510-B- 00-008)

Straight Talk on Tanks, (EPA 510-B8B7-007)



UST Operator Exam References

Tennessee UST Operator Exam

Portions Of The Rules of The Department of Environm  ent
& Conservation, Division Of Underground Storage Tan ks,
Chapter 1200-1-11%, Jwliy, Z00/7 AR s

Portions Of The Tennessee Code, Title 68, Health, S afety,
& Environmental Protection, Chapter 215, UST Progra m,
Part 1, General Provisions

Musts for USTs, (EPA 510-K-95-002)
Operating & Maintaining UST Systems, (EPA 510-B- 00-008)

Straight Talk on Tanks, (EPA 510-B8B7-007)
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For more
Information, get
this Exam
Information
Bulletin at:

www.iccsafe.org
or call

1 888 422-7233
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According to EPA 40 CFR, a leak should be suspected In a
1,560 gallon tank if the variation between the begi  nning and
ending manual tank gauging liquid level measurement S
exceeds the weekly standard of  gallons.
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ICC UST Certification Program

Leak detection methods must be able to detectalea  k from
what part or parts of the UST system?

A. Only the sumps

Only the pressurized product piping

C. Any portion of the UST system that routinely co  ntains
product

D. Any portion of the UST system including vent, r  iser and
vent recovery piping

W



ICC UST Certification Program

Where a high level alarm is used as the tank overfi |l
prevention method, the alarm must alert the transfe  r
operator when the tank is a maximum of how full?

A. 80%
B. 85%
C. 90%
D. 95%




ICC UST Certification Program

When a UST system is temporarily closed for three m  onths
or more without performing leak detection, an opera tor
must do all of the following, EXCEPT:

. cap and secure the vent line.

. maintain corrosion protection.

. remove the product to less than one inch.

. cap and secure pumps, man ways, and product lin  es.




ICC UST Certification Program

According to EPA 40 CFR 280, when using interstitia |
monitoring as a leak detection method, you must ret ain
records of your monthly monitoring for:

A. 6 months.

B. 1 year.
C. 3years.

D. 5 years.
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Sample Questions - CBAJIST ISEysanOppaatio(Dessgaatett @ Mgrata)r)
60 multiple-ctionteeqyessiomss, 11422-hdaumin it Oge bdmok

1. Which of the following operational requirement s must an operator
comply with for an automatic line leak detector?

A. Have the footvalve tested annually.

B. Exercise the "automatic reset" monthly.

C. Check the interstitial space weekly for liquid.

D. Have the automatic line leak detector tested annuatuallly.

2. According to Title 23, CCR, UST Regulations, r  esults of the tank
tightness testing must be retained for what period of time?

For a period of 3 years.

For the life of the facility.

Until the next tightness test is conducted.
Until you are sure a release has not occurred.

CoOw»



ICC UST Certification Program

3. Records for UST construction, repairs, lining, andand upgrades must be
kept for:

A. 10 years.

B. 25 years.

C. the life of the tank.

D. the life of the warranty.

4. When used for release detection, Automatic Tank Gauzauging (ATG)
systems must be certified:

A. at start up omly.
B. every 6 months.
C. every year.
D. every 3 years
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5. If your tank has an impressed current rectifier howhow affiem does it
need to be inspected?

A. Once every week.

B. Every 60 days.

C. Every 6 months.

D. The annual test is all that is required.




